MATERIAL SAFETY DATA SHEET
FOR COATINGS, RESINS, AND RELATED MATERIALS
REPLACES NPCA 1-82

MANUFACTURER'S NAME
The Flood Company
1213 Barlow Road
P.O. Box 399
Hudson, OH 44236

DATE OF PREPARATION
August 9, 1985

SECTION I - PRODUCT IDENTIFICATION

PRODUCT NUMBER: 0118
PRODUCT NAME: FLOETROL
PRODUCT CLASS: Water Reducible Additive for Latex Coatings

SECTION II - HAZARDOUS INGREDIENTS

INGREDIENT                 PERCENT OCCUPATIONAL VAPOR
                           EXPOSURE LIMITS PRESSURE
                           TLV     PEL

Not considered hazardous under current Department of Labor definitions.

SECTION III - PHYSICAL DATA

BOILING RANGE: 212 DEGREES F. VAPOR DENSITY: (X) HEAVIER
EVAPORATION RATE: ( ) FASTER (X) SLOWER THAN ETHER
90% VOLATILE VOLUME: 8.37 WT/GAL
SECTION IV - FIRE AND EXPLOSION HAZARD DATA

- LAMMABILITY CLASSIFICATION: OSHA * DOT * (* Not a restricted article.)
  
- FLASH POINT: N/A
- LEL: Not established

- EXTINGUISHING MEDIA:
  ( ) FOAM ( ) ALCOHOL FOAM ( ) CO2 ( ) DRY CHEM ( ) WATER FOG ( ) OTHER

- UNUSUAL FIRE AND EXPLOSION HAZARDS: None

- SPECIAL FIREFIGHTING PROCEDURES: Non-flammable in liquid state.

SECTION V - HEALTH HAZARD DATA

- EFFECTS OF OVEREXPOSURE:
  Prolonged or repeated contact with skin may cause some skin irritation depending on the individual's sensitivity but no serious dermatitis hazard is anticipated.

- MEDICAL CONDITIONS PRONE TO AGGRAVATION BY EXPOSURE:
  Avoid excessive skin contact.

- PRIMARY ROUTE(S) OF ENTRY: (X) DERMAL ( ) INHALATION ( ) INGESTION

- EMERGENCY AND FIRST AID PROCEDURES:
  Remove to fresh air if vapor irritation is noted. If skin irritation occurs, wash the affected area thoroughly with water. If eye contact, flush with water for 15 minutes.

SECTION VI - REACTIVITY DATA

- STABILITY: ( ) UNSTABLE (X) STABLE

- HAZARDOUS POLYMERIZATION: ( ) MAY OCCUR (X) WILL NOT OCCUR

- HAZARDOUS DECOMPOSITION PRODUCTS: None

- CONDITIONS TO AVOID: Heat

- INCOMPATABILITY (MATERIALS TO AVOID): Strong acids and bases (caustic).

SECTION VII - SPILL OR LEAK PROCEDURES

- STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
  Very small quantities can be wiped or swept up.

- WASTE DISPOSAL METHOD:
  Follow federal, state, and local regulations.
SECTION VIII - SAFE HANDLING AND USE INFORMATION

RESPIRATORY PROTECTION: Not needed

VENTILATION: Normal room ventilation but if conditions cause vapors to accumulate, provide a mechanical exhaust.

PROTECTIVE GLOVES: Usually not needed, however, if prolonged contact is probable, use rubber or plastic gloves.

EYE PROTECTION: Goggles

OTHER PROTECTIVE EQUIPMENT: None needed

HYGIENIC PRACTICES: None needed

SECTION IX - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING:
DO NOT FREEZE. Avoid excessive heat.

OTHER PRECAUTIONS: None

This information is furnished without warranty, except it is accurate to the best of The Flood Company's knowledge or obtained from sources believed to be accurate. This information is not to be construed as representation for which The Flood Company assumes legal responsibility expressed or implied.