******* SECTION 1: PRODUCT IDENTIFICATION *******

MANUFACTURERS ADDRESS: 1101 THIRD STREET SOUTH, MINNEAPOLIS, MN 55415
MFG TELEPHONE NUMBER: (612) 332-7371
24-HR. EMERGENCY PHONE NO.: 1-800-228-5635.
CHEMICAL NAME OR FAMILY: PAINT PRODUCT
FORMULA: NOT APPLICABLE
TRADE-NAME: 09-2162 OILSTN-FRUITED
REVISION DATE: 05-05-94
DATE PRINTED: 05-06-94

******* SECTION 2: HAZARDOUS INGREDIENTS *******

<table>
<thead>
<tr>
<th>NAME</th>
<th>APPRX WT.%</th>
<th>TLV TWA</th>
<th>TLV STEL</th>
<th>OSHA PEL</th>
<th>CEILING</th>
<th>RECOMMEND</th>
</tr>
</thead>
<tbody>
<tr>
<td>COMMON(NA):</td>
<td>65%</td>
<td>100.00 PPM</td>
<td>NOT ESTAB</td>
<td>OSHA PEL 100.00 PPM</td>
<td>CEILING NOT ESTAB</td>
<td>RECOMMND NOT ESTAB</td>
</tr>
<tr>
<td>CAS:64742-47-6 CHEMICAL: X</td>
<td>MINER</td>
<td>DISTILLATES (PETROLEUM)</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>COMMON(-1): CRYSTALLINE-SILICA</td>
<td>(1%)</td>
<td>TLV TWA 0.10 MG/CU M</td>
<td>TLV STEL NOT ESTAB</td>
<td>OSHA PEL 0.10 MG/CU M</td>
<td>CEILING NOT ESTAB</td>
<td>RECOMMND NOT ESTAB</td>
</tr>
<tr>
<td>CAS:14008-60-7 CHEMICAL: QUARTZ</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>COMMON(NA): IRON-OXIDE</td>
<td>5%</td>
<td>TLV TWA 5.00 MG/CU M</td>
<td>TLV STEL NOT ESTAB</td>
<td>OSHA PEL 10.00 MG/CU M</td>
<td>CEILING NOT ESTAB</td>
<td>RECOMMND NOT ESTAB</td>
</tr>
<tr>
<td>CAS:1309-37-1 CHEMICAL: IRON OXIDE</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

THERE ARE NO SARA 313 CHEMICALS IN THIS PRODUCT

(1) = THIS MATERIAL IS A CARCINOGEN PER IARC

ALL COMPONENTS OF THIS PRODUCT ARE LISTED IN THE U.S. TSCA CHEMICAL SUBSTANCE INVENTORY.

******* SECTION 3: PHYSICAL DATA *******

BOILING POINT: 315 DEG F.
VAPOR PRESSURE MM HG AT 68 DEG F: 2.0
VAPOR DENSITY (AIR = 1.0): 5.1
SPECIFIC GRAVITY: 0.94
PERCENT VOLATILE BY VOLUME: 78.17
EVAPORATION RATE (BUTYL ACETATE = 1): .1
SOLUBILITY IN WATER: NO
APPEARANCE AND ODOR: NORMAL FOR A COATINGS PRODUCT
THEORETICAL VOC: 5.97 LBS/GALLON
THEORETICAL VOC: 609 GRAMS/LITER