Common Name: SUPER GLUE
Manufacturer: GORILLA GLUE
MSDS Revision Date: 11/1/2007

Grainger Item Number(s): 4GZK5, 4GZK6
Manufacturer Model Number(s):

MSDS Table of Contents
Click the desired link below to jump directly to that section in the MSDS.

1. IDENTIFICATION OF SUBSTANCE/PREPARATION/AND THE COMPANY
2. COMPOSITION AND INFORMATION ON HARMFUL INGREDIENTS
3. HAZARDS IDENTIFICATION
4. FIRST AID MEASURES
5. FIRE FIGHTING MEASURES
6. ACCIDENTAL RELEASE MEASURES
7. HANDLING AND STORAGE
8. EXPOSURE CONTROL AND PERSONAL PROTECTION
9. PHYSICAL AND CHEMICAL PROPERTIES
10. REACTIVITY AND STABILITY
11. TOXICOLOGICAL INFORMATION
12. ECOLOGICAL INFORMATION
13. DISPOSAL CONSIDERATIONS
14. TRANSPORTATION INFORMATION

GORILLA(TM) INCREDIBLY STRONG 100% TOUGH

MATERIAL SAFETY DATA SHEET

DATE PREPARED: NOV. 1, 2007
DATA REVISED: 1ST EDITION

1. IDENTIFICATION OF SUBSTANCE/PREPARATION/AND THE COMPANY

PRODUCT NAME: GORILLA SUPER GLUE
PRODUCT DESCRIPTION: CYANOACRYLATE ADHESIVE

DISTRIBUTOR:
THE GORILLA GLUE COMPANY
4550 RED BANK EXPRESSWAY
CINCINNATI, OH 45227

TEL: (513) 271-3300
FAX: (513) 527-3742

EMERGENCY:

DURING BUSINESS HOURS:
2. COMPOSITION AND INFORMATION ON HARMFUL INGREDIENTS

<table>
<thead>
<tr>
<th>INGREDIENTS</th>
<th>OSHA PEL</th>
<th>ACGIH TLV</th>
<th>OTHER LIMITS</th>
</tr>
</thead>
<tbody>
<tr>
<td>MODIFIED CYANOACRYLATE</td>
<td>N/A</td>
<td>0.2 PPM (TWA)</td>
<td>0.3 PPM (STEEL)</td>
</tr>
</tbody>
</table>

3. HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW:

IMMEDIATE CONCERNS:
COMBUSTIBLE. CAUSES EYE IRRITATION. MAY CAUSE SENSITIZATION. MAY CAUSE RESPIRATORY TRACT IRRITATION. RAPID POLYMERIZATION OCCURS UPON CONTACT WITH WATER OR ALKALINE SUBSTANCES. AS A RESULT, HEAT IS GENERATED. SKIN INFLAMMATION OR BURNS MAY OCCUR UPON CONTACT DURING THIS POLYMERIZATION.

POTENTIAL HEALTH EFFECTS:

EYES: CAUSES EYE IRRITATION.
SKIN: BONDS SKIN INSTANTLY. MAY CAUSE SENSITIZATION.

INGESTION:
NOTE LIKELY ROUTE OF ENTRY. SUBSTANCE MAY BE HARMFUL IF SWALLOWED.

INHALATION:
MAY CAUSE IRRITATION TO THE NOSE, THROAT AND RESPIRATORY TRACT.

SIGNS AND SYMPTOMS OF OVEREXPOSURE:

ACUTE TOXICITY:
SYMPTOMS OF EXPOSURE INCLUDE BURNING SENSATION, COUGHING, WHEEZING, LARYNGITIS, STOMACH OR INTESTINAL UPSET, AND/OR RESPIRATORY TRACT IRRITATION.

TARGET ORGAN STATEMENT: EYES.

SENSITIZATION: MAY CAUSE ALLERGIC SKIN REACTION.

4. FIRST AID MEASURES

EYES:
IMMEDIATELY FLUSH EYES WITH PLENTY OF WATER FOR AT LEAST 15 MINUTES. DO NOT ATTEMPT TO PULL APART BONDED EYELID. SEEK MEDICAL ATTENTION.

SKIN:
IMMEDIATELY WASH SKIN WITH SOAP AND PLENTY OF WATER. REMOVED CONTAMINATED CLOTHING. GET MEDICAL ATTENTION IF SYMPTOMS OCCUR. WASH CLOTHING BEFORE REUSE.

INGESTION:
DO NOT INDUCE VOMITING. SALIVA WILL CAUSE CYANOACRYLATE TO POLYMERIZE IN MOUTH. IF LIPS ARE BONDED TOGETHER, USE WARM WATER TO GENTLY SEPARATE THE LIPS APART. CONTACT A PHYSICIAN.

INHALATION:
REMOVE TO FRESH AIR. IF NOT BREATHING, GIVE ARTIFICIAL RESPIRATION. IF BREATHING IS DIFFICULT, GIVE OXYGEN. GET MEDICAL ATTENTION.
5. FIRE FIGHTING MEASURES

FLASH POINT: >81 DEG. C (150-200 DEG. F)
EXTINGUISHING MEDIA: WATER SPRAY, FOAM, DRY CHEMICAL OR CO2
SPECIAL FIRE FIGHTING PROCEDURES: WEAR SELF CONTAINED BREATHING APPARATUS
UNUSUAL FIRE/EXPLOSION HAZARDS: NO APPLICABLE INFORMATION FOUND.
HAZARDOUS THERMAL DECOMPOSITION PRODUCTS:
IRRITATING ORGANIC VAPORS MAY BE FORMED.

6. ACCIDENTAL RELEASE MEASURES

SMALL SPILL:
ABSORB WITH AN INERT MATERIAL AND PLACE IN AN APPROPRIATE WASTE DISPOSAL CONTAINER.

LARGE SPILL:
EXTINGUISH ALL SOURCES OF IGNITION. STOP SPILL OR LEAK AT SOURCE. DIKE IF NECESSARY. ABSORB WITH AN INERT MATERIAL AND PLACE IN AN APPROPRIATE WASTE DISPOSAL CONTAINER.

RELEASE NOTES:
KEEP SPILLED MATERIAL FROM ENTERING STORM DRAINS, SEwers OR OTHER ENVIRONMENTAL MEDIUMS.

COMMENTS:
DISPOSAL OF CLEAN-UP MATERIALS MAY BE GOVERNMENTALLY REGULATED. OBSERVE ALL APPLICABLE LOCAL, STATE AND FEDERAL WASTE MANAGEMENT REGULATIONS.

7. HANDLING AND STORAGE

HANDLING:
TO AVOID FIRE, ELIMINATE IGNITION SOURCES. AVOID CONTACT WITH EYES, SKIN AND CLOTHING.
IN CASE OF INSUFFICIENT VENTILATION, WEAR SUITABLE RESPIRATORY EQUIPMENT. MAY REACT IN PRESENCE OF MOISTURE. MAY REACT OR BE INCOMPATIBLE WITH ALKALIES. WASH THOROUGHLY AFTER HANDLING.

STORAGE:
CONTAINS MOISTURE SENSITIVE MATERIAL. STORE IN A DRY, COOL, WELL-VENTILATED AREA.
KEEP AWAY FROM SOURCES OF HEAT AND IGNITION. KEEP CONTAINER TIGHTLY CLOSED WHEN NOT IN USE. STORE BETWEEN 5-25 DEG. C.

COMMENTS:
RAPID POLYMERIZATION OCCURS UPON CONTACT WITH WATER OR ALKALINE SUBSTANCES. AS A RESULT, HEAT IS GENERATED. SKIN INFLAMMATION OR BURNS MAY OCCUR UPON CONTACT DURING THIS POLYMERIZATION.

8. EXPOSURE CONTROL AND PERSONAL PROTECTION

EYE PROTECTION: SAFETY GOGGLES / GLASSES SUITABLE FOR USE WITH CHEMICALS.
RESPIRATORY PROTECTION: ALWAYS USE APPROPRIATE FILTER MASK / RESPIRATOR.
SKIN PROTECTION:
NITRILE / POLYETHYLENE GLOVES, COVERALLS, AVOID COTTON PRODUCTS.

VENTILATION:
GOOD GENERAL OR LOCAL EXHAUST VENTILATION IS REQUIRED FOR USAGE.

9. PHYSICAL AND CHEMICAL PROPERTIES

FORM: LIQUID
COLOR: WATER WHITE / STRAW COLORED
ODOR: SHARP, IRRITATING
SOLUBILITY IN WATER: IMMISCIBLE IN WATER
BOILING POINT: >100 DEG. C
SPECIFIC GRAVITY @ 25 DEG. C: 1.1
VAPOR PRESSURE @ 25 DEG. C: <0.5 MMHg
V.O.C. CONTENT: <20 G/L ESTIMATED (CALIFORNIA SCAQMD METHOD 316B)

10. REACTIVITY AND STABILITY

STABILITY: WATER WILL CAUSE POLYMERIZATION
HAZARDOUS POLYMERIZATION: NO
INCOMPATIBILITY:
REACTIVE WITH ALKALIS, OXIDIZING AGENTS, REDUCING AGENTS, AMINES, ALCOHOLS AND WATER.
CONDITIONS TO AVOID: NO APPLICABLE INFORMATION FOUND
HAZARDOUS DECOMPOSITION PRODUCTS: NO APPLICABLE INFORMATION FOUND.

11. TOXICOLOGICAL INFORMATION

ESTIMATED ORAL LD50: >5000 MG KG
ESTIMATED DERMAL LD50: >2000 MG KG
ESTIMATED INHALATION LC50: >4000 MG KG
CAUSES SEVERE IRRITATION. HIGH CONCENTRATIONS ARE DESTRUCTIVE TO TISSUES OF THE MUCOUS MEMBRANES AND THE UPPER RESPIRATORY TRACT.

12. ECOLOGICAL INFORMATION

NO APPLICABLE INFORMATION FOUND.

13. DISPOSAL CONSIDERATIONS

CYANOACRYLATES MUST BE DISPOSED OF IN ACCORDANCE WITH ALL NATIONAL AND LOCAL REGULATIONS.
14. TRANSPORTATION INFORMATION

DOT (DEPARTMENT OF TRANSPORTATION):

PROPER SHIPPING NAME:
UNRESTRICTED
(NOT MORE THAN 450 LITERS)
COMBUSTIBLE LIQUIDS, N.O.S. (CYANOACRYLATE)
(MORE THAN 450 LITERS)

PRIMARY HAZARD CLASS/DIVISION: UNRESTRICTED (NOT MORE THAN 450 LITERS)

UN/NA NUMBER: NA1993

PACKAGING GROUP: III

AIR (ICAO/IATA):

SHIPPING NAME:
AVIATION REGULATED LIQUID.
N.O.S. (CONTAINS ETHYL 2-CYANOACRYLATE)

UNA/NA NUMBER: UN3334

PRIMARY HAZARD CLASS/DIVISION: 9

HMIS RATING:
HEALTH 2*
FLAMMABILITY 2
PHYSICAL HAZARD 1
PERSONAL PROTECTION

NFPA CODES:
2
2
1
-W

GSG01